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Our jaw crushers are single toggle machines designed to crush avariety of stones. Using high-quality materials we
construct crushers up to ajaw width of 1200 x 1100 mm. mature designs and careful execution helped lay the
excellent reputation of our crushers both at home and abroad.

Features Include:

- Designed to meet today’s - Automated Jaw Adjustment - Overload Protection System

- Efficient crusher Motion maximums product output - Reduced requirement for secondary crushing - High

Production Rates - Low Operational Costs - Simplified state of the art mainframe - High Stress areawelds

eliminated - Mass and section thickness optimized

A

B C

Model A B| C D |[MOTOR/KW |Weight(kg) Closed Size (mm) (Drive pulley rpm
1200x1000 | 2725 | 1775| 2715| 2585 120-140 48000 145-315 230
1100%9000 | 2520 | 1490 | 2250 | 2100 90-110 26500 125-225 240
1000%800 | 2400 | 1480 | 2150 | 2080 90-110 22300 115-205 255
1000x630 | 2300 | 1500 | 2100 | 1610 75-90 16100 75-160 260
900x400 | 2190 | 1330 | 1700 | 1112 55 11000 40-110 260
800x550 | 1880 | 1130 | 1800 | 1390 55-75 13000 40-110 260
650x450 | 1510 | 1050 | 1650 | 1120 55-75 8500 25-75 260
500x300 | 1185 885| 1250 | 950 30 4800 12-28 300
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A cone crusher breaks rock by sgueezing the rock between an eccentrically gyrating spindle, whichis
covered by awear resistant mantle, and the enclosing concave hopper, covered by a manganese concave or a
bowl liner. Asrock enters the top of the cone crusher, it becomes wedged and squeezed between the mantle
and the bow! liner or concave. Large pieces of ore are broken once, and then fall to alower position
(because they are now smaller) where they are broken again.

FeaturesInclude:

- Hydro-Cone series is designed to provide maximum production and performance with high outputs, reliability
and economical running costs.

- The Hydro-Cone series crusher has a heavy robust cast steel base and fabricated body.

- A high tensile main shaft with cast still eccentric driven by bevel wheel pinion manufactured from molly cast
steel castings with the teeth case hardened .

- Automatic hydraulic tramp iron quick release system to reduce downtime.

- Compact Unit fitted with rubber mountings to ensure smooth running.

Model | Max Feed Capacity | Power Eccentric C.S.S(closed size setting)mm
size (ton/h) required | Throw
(mm) (hp) (mm) 5 (6 |8 |10 |13 |16 |19 |22 |25 |29 |32
8-36 125x125 | 80-90 75 16 85 |90 |95 | 100 | 105
x175 100 25 165
7-36 100100 | 70-80 75 16 80 |8 |8 |9 |95 | 100
x150
125 25 145 | 150 | 160
5/5-36 | 75x75% 55-65 75 16 60 | 70 | 80 | 90
125 125 25 115
4-36 | 50x50x 45-60 75 16 42 | 45 | 48 | 52 | 55
75
125 28 80 | 90 | 100
2-36 | 40x40x 40-50 75 16 32 |3 |3 |38 |40 |45
50
125 25 60 | 65 | 70 | 80

The capacities given abovein T/PH are average values and apply for open circuit crushing of dry
Material weighting approx 1.6 t/ms3 from which smaller than C.S.S has been screened out .
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Horizontal shaft impactors are secondary crushers which utilize rotor impact hammers and impact
anvils to achieve high production tonnages and improved aggregate particle shape. The rugged
durability and easy maintenance of horizontal shaft impactors ensure less downtime and reduced wear
costs for the operators

The crusher housing consists of high quality stress relieved etadtsteel and is equipped with

service doors. The entire housisgquipped with easily replaceable highly wessistant lining.

Wearr life is greatly increased by usi@geversible hammers which can be adjugedditional times
Hammers are attached to the rotor by specially designed steel retaining wedgesirfg@iasy

replacement. Available in single and duel apron design.



